PLUG AND PLAY SECURITY

MINI COLOR DOME CAMERA

FEATURES

= High resolution image sensor - produces sharp
and clear video

Fixed IR filter provides accurate color
reproductions

= 3.6mm lens provides a wide viewing angle
= |ndustry standard BNC

= Ceiling mountable

SPECIFICATIONS

Image Sensor: High Resolution 1/4” Color Image Sensor
Video Format: NTSC

Effective Pixels: H: 656, V: 492

Resolution: 450 TV Line

PACKAGE INFORMATION

Scan System:

2:1 Interlace

Sync System: Internal UPC: 7-78597-07351-5

S/N Ratio: More than 48dB Package Weight: 1.9kg / 4.3lb

Iris: AES Package 305mm/12” (w) x 254mm/10” (d) x
| Dimensions: 203mm/8" (h)

AES Shutter Speed:

1/60~1/50,000 Sec

Mini Illumination:

Package Cube: 0.016m / 0.56ft

3.0 Lux

Includes: Dome camera, 60ft BNC extension
Video Output: 1.0Vpp @ 75 ohm cable, power adaptor
Lens/ Lens Mount: 3.6mm F 2.0/ Fixed
FOV (Diagonal): 70 degree
Termination: BNC DIMENSIONS
IR LED/ Night Vision Range: NA — A2Nn2mm —
Power Requirement: 12Vdc i

Power Consumption:

Operating Temp Range:

Environmental Rating:

Indoor Only

Weight:

0.28kg / 0.61lbs ®

-10°~50°C/14°~122°F
r@1
N/
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